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Da abbinare a (ordinare a parte):

Vivaldi Ulisse PLS65

To be combined with (order separately):

Vivaldi Ulisse PLS65
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BM5000
VIVALDI SRL
Via Enrico Fermi, 8 - Zona Ind.Est

DESCRIZIONE
Base microfonica da tavolo con pulsante On-O�.
Ideale per sale riunioni, conferenze, altari/pulpiti.
Per asta Vivaldi Ulisse PLS65.
Connettore XLR Maschio 3 poli, (cavo da ordinare a parte).
Dimensioni 120x50x150 mm (LxHxP). 
 Peso 0,92 Kg.
Asta microfonica e cavo da ordinare a parte.
Colore nero.

DESCRIZIONE
Microfono �essibile, electret cardioide.
Anti-Shock.
Asta �essibile/rigido/�essibile.
Risposta in frequenza 80-16000 Hz.
Sensibilità (–66 dB +-3dB).
Impedenza 200 Ohm.
Connettore XLR.
Dimensioni 550 mm (H).
Peso 0,2 Kg.
Colore nero.

30020 Noventa di Piave (VE) - IT
Tel. +39 0421.307825 - Fax. +39 0421.307845

DESCRIPTION
Table microphone stand with On-O� button.
Ideal for meeting rooms, conferences, altars / pulpits.
For Vivaldi Ulisse PLS65 gooseneck mic.
XLR 3-pin male connector, (cable to be ordered separately).
Dimensions 120x50x150 mm (LxHxP).
Weight 0.92 Kg.
Microphone stand and cable to be ordered separately.
Black colour.

DESCRIPTION
Flexible microphone, electret cardioid.
Anti-Shock.
Flexible / rigid / �exible rod.
Frequency response 80-16000 Hz.
Sensitivity (–66 dB + -3dB).
Impedance 200 Ohm.
XLR connector.
Size 550 mm (H).
Weight 0.2 Kg.
Black colour.






